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CHECK DAM (SEE DETAIL)

STD. RIP RAP APRON

6" FREE BOARD10 YEAR STORM

WATER QUALITY STORM
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SECTION A-A

PLAN

2

1

WATER QUALITY STORM

VARIES - MAXIMUM 100'

2% MAXIMUM EFFECTIVE SLOPE 2% MAXIMUM EFFECTIVE SLOPE

PROFILE

WATER QUALITY STORM

2
1 MAXIMUM SLOPE

FOREBAY BERM 

(SEE DETAIL)

2' MINIMUM
BOTTOM WIDTH

VEGETATION 
MAINTAINED TO 

3"-6" HEIGHT

20' POST 
CONSTRUCTION 
CONTROLS 
EASEMENT 

(PCCE)
CENTERED ON 
CHANNEL 2
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VARIES, HEIGHT 
TO BE DESIGNED 
TO MAINTAIN 
EFFECTIVE SLOPE 
LESS THAN 2%

GRASS CHANNEL

21.17

NOT TO SCALE

CITY OF CHARLOTTE

LAND DEVELOPMENT STANDARDS
REV.STD. NO.

INCLUDES CHARLOTTE ETJ

BMP FIG. 4.5.2

NOTES:
1. CONNECT GRASS SWALE EASEMENT TO A DEDICATED 

PUBLIC RIGHT OF WAY WITH A 20-FOOT ACCESS 
EASEMENT. 
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